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WING BATTERIES ES are designed for 

stationary applications and are completely 

maintenance free. Wing accumulators are 

successfully used for the following 

applications. Some examples: UPS Systems 

– Telecom – Maritime purposes – Alarm 

systems – Emergency lighting – Golf trolleys 

– Medical equipment. 

 
 

INNOVATIVE FEATURES 

• Completely maintenance free, sealed 
construction eliminates the need for adding 
water  

• Fully tank formed plates  

• Analytical grade electrolyte  

• Spill proof / leak proof  

• Valve regulated Max internal pressure 2.5 psi  

• Multi-position usage  

• ABS Case and cover (V0 optional)  

• Low self-discharge  

• FAA and IATA approved as non-hazardous  

• Built to comply with IEC 8962, DIN 43534, 
BS 6290 Pt4, Eurobat  

 

 

 

CONSTRUCTION FEATURES 

• Optimal capacities available 

• Compact construction 

• EUROBAT high performance 

• 5 years design life at 20°C 

• EN60896-2 compliant 

• High charge efficiency 

• International standard footprint 

• No topping up 

• VRLA (valve regulated lead acid) 
• FV0 flame retardant casing 
 

STANDARDS AND CERTIFICATION 

• No special shipping requirements 

• Deutsche Telecom TL4423-06OGIV 
• VDS Certification 

 

 

BATTERY TYPES 

 
    

ES1,2-6 ES4-6 ES7-6 ES12-12 ES17-12 

 

 
MAIN APPLICATIONS 

     
UPS SYSTEMS TELECOMMUNICATION MARITIME PURPOSES MEDICAL EQUIPMENT ALARM SYSTEMS 
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TECHNICAL CHARACTERISTICS 

WING ES  

Typ 
Menovité 
napätie 

(V) 

Kapacita (Ah) pri 25°C Rozmery (mm) 

Hmotnosť 
(kg) 

Pólové vývody 
Materiál 
obalu 20 h 

1,8 V/článok 
3 h 

1,8 V/článok 
1 h 

1,8 V/článok 
Dĺžka Šírka Výška 

ES 1,2-6 6 1,2 0,9 0,6 97 24 52/58 0,28 Faston 187 (F1) ABS 

ES 4-6 6 4 2,9 2,0 70 47 101/107 0,68 Faston 187 (F1) ABS 

ES 7-6 6 7 5,1 3,6 151 34 94/100 1,12 Faston 187 (F1) ABS 

ES 12-6 6 11,7 8,8 6,2 151 50 94/100 1,75 Faston 187 (F1) ABS 

           
ES 0,8-12 12 0,8 0,5 0,4 96 25 62/62 0,33 AMP konektor ABS 

ES 1,2-12 vds 12 1,2 0,9 0,6 97 48 52/58 0,52 Faston 187 (F1) ABS/VDS 

ES 1,2-12S vds 12 1,2 0,9 0,6 97 43 52/58 0,50 Faston 187 (F1) ABS/VDS 

ES 2,3-12 vds 12 2,3 1,7 1,2 178 35 61/67 0,88 Faston 187 (F1) ABS/VDS 

ES 2,9-12 12 2,9 2,1 1,5 79 56 99/105 1,05 Faston 187 (F1) ABS 

ES 3,2-12 vds 12 3,2 2,3 1,6 134 67 61/67 1,22 Faston 187 (F1) ABS/VDS 

ES 4-12D 12 4,2 3,0 2,1 195 47 70/76 1,43 Faston 187 (F1) ABS 

ES 5,2-12 12 5,2 3,7 2,8 90 70 101/107 1,80 Faston 250 (F2) ABS 

ES 7-12 vds 12 7 5,2 3,7 151 65 94/100 2,20 
Faston 187/250 

(F1/F2) 
ABS/VDS 

ES 9-12 12 9 6,7 5,1 151 65 94/100 2,60 Faston 250 (F2) ABS 

ES 12-12 vds 12 12 8,7 6,2 151 98 95/101 3,40 Faston 250 (F2) ABS/VDS 

ES 18-12 vds 12 18 13,1 10,7 181 77 167/167 5,30 M5 vnútorný ABS/VDS 

ES 26-12 vds 12 26 18,9 15,5 165 176 127/127 7,70 M5 vnútorný ABS/VDS 

ES 40-12 vds 12 42 29,6 22,6 197 165 170/170 12,50 M6 vnútorný ABS/VDS 

ES 65-12 vds 12 68,2 48 36,7 350 167 176/179 20,80 M6 vnútorný ABS/VDS 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A2B, s.r.o. reserves the right to change any specifications without prior notice. (74-000062-03) 

mailto:a2b@a2b.sk
http://www.a2b.sk/

