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WING BATTERIES ESL are designed for 

stationary applications and are completely 

maintenance free. Wing accumulators are 

successfully used for the following 

applications. Some examples: UPS Systems 

– Telecommunication – Maritime purposes – 

Alarm systems – Emergency lighting – Golf 

trolleys – Medical equipment. 

 

INNOVATIVE FEATURES 

• Completely maintenance free, sealed 
construction eliminates the need for adding 
water  

• Fully tank formed plates  

• Analytical grade electrolyte  

• Spill proof / leak proof  
• Valve regulated Max internal pressure 2.5 psi  

• Multi-position usage  

• ABS Container  

• Low self-discharge  

• FAA and IATA approved as non-hazardous  

• Built to comply with IEC 8962, DIN 43534, 
BS 6290 Pt4, Eurobat  

 

 

 

CONSTRUCTION FEATURES 

• Optimal capacities available 

• Compact construction 

• EUROBAT high performance 

• 12 years design life at 20°C 

• EN60896-2 compliant 

• High charge efficiency 

• International standard footprint 

• No topping up 

• VRLA (valve regulated lead acid) 
• FV0 flame retardant casing 
 

STANDARDS AND CERTIFICATION 

• No special shipping requirements 
• Deutsche Telecom TL4423-06OGIV 

 

 
BATTERY TYPES  

     
ESL28-12 ESL33-12 ESL55-12FT ESL80-12 ESL100-12FT 

 

 
MAIN APPLICATIONS 

     
UPS SYSTEMS TELECOMMUNICATION MARITIME PURPOSES MEDICAL EQUIPMENT ALARM SYSTEMS 

 

mailto:a2b@a2b.sk
http://www.a2b.sk/


BATTERIES 
ESL 

A2B, s.r.o., Horská 1, SK – 010 03 Žilina – Považský Chlmec  2 / 2 
: +421 41 5000 490, : a2b@a2b.sk, : www.a2b.sk 

 

TECHNICAL CHARACTERISTICS 

WING ESL 

Type 
Nominal 
Voltage 

(V) 

Capacity (Ah) at 25°C Dimensions (mm) 

Weight 
(kg) 

Terminal 
Type 

Torque 
(Nm) 

Container 
material 20 hrs to 

1,8 VPC 
3 hrs to 
1,8 VPC 

1 hrs to 
1,8 VPC 

Length Width Height 

ESL 7-12 12 7 5,25 4,27 151 65 94 2,2 T1/T2 faston - ABS 

ESL 9 - 12 12 8,8 6,54 5,34 151 65 94 2,6 T1/T2 faston - ABS 

ESL 12 - 12 12 11,8 8,73 7,11 151 98 95 3,4 T1/T2 faston - ABS 

ESL 15 - 12X 12 18,8 13,7 10,7 200 77 123 5,1 M5 5-7 Nm ABS 

ESL 18-12 12 16,6 13,6 10,9 181 76 167 5,5 M5 5-7 Nm ABS 

ESL 18-12 DEG 12 18,0 13,6 11,2 181 76 176 5,5 M5 ±5 Nm ABS 

ESL 26-12 12 27,2 21,4 17,0 167 177 125 8,4 M5 5-7 Nm ABS 

ESL 26-12 
DEG 

12 27,2 21,4 17,0 167 177 134 8,4 M5 5-7 Nm ABS 

ESL 28-12 12 29,6 23,2 19,1 166 125 175 9,0 M5 5-7 Nm ABS 

ESL 33 -12 12 35,6 27,6 23,0 195 130 160 10,7 M6 5-7 Nm ABS 

ESL 40-12X 12 41,8 34,2 27,3 250 95 196 13,3 M6 5-7 Nm ABS 

ESL 45-12 12 44,6 35,4 28,6 198 165 167 13,8 M6 5-7 Nm ABS 

ESL 55-12 12 56,0 45,6 36,7 229 138 213 17,3 M6 5-7 Nm ABS 

ESL 60-12X 12 63,0 46,8 38,0 220 121 251 18,5 M6 5-7 Nm ABS 

ESL 70-12 12 83,0 61,8 48,4 260 168 211 24,7 M6 5-7 Nm ABS 

ESL 80-12 12 71,2 54,9 43,7 350 167 179 21,1 M6 5-7 Nm ABS 

ESL 90-12 12 106,6 83,7 66,7 306 168 211 29,7 M6 5-7 Nm ABS 

ESL 100-12 12 115,6 91,8 72,0 330 171 222 29 M8 12,4 Nm ABS 

ESL 120-12 12 127,0 98,7 77,1 408 176 224 37,4 M6 5-7 Nm ABS 

ESL 134-12 12 158,8 123,6 98,6 340 173 283 43,3 M8 5-7 Nm ABS 

ESL 150-12 12 150,4 125,4 101,0 482 170 242 45,3 M6 5-7 Nm ABS 

ESL 180-6 6 191,4 137,7 103,0 298 171 226 26,4 M6 5-7 Nm ABS 

ESL 200-6 6 228,0 172,2 134,0 323 178 228 31,2 M8 5-7 Nm ABS 

ESL 200-12 12 222,0 168,9 129,0 520 240 225 61,7 M6 5-7 Nm ABS 

ESL 320-2 2 346,0 247,5 207,0 208 195 236 18,1 M8 7-10 Nm ABS 

ESL 400-2 2 400,0 315,0 230,0 195 208 253 25,6 M8 7-10 Nm ABS 
 

 
WING ESL 12 V  Front terminal 

Type 
Nominal 
Voltage 

(V) 

Capacity (Ah) at 25°C Dimensions (mm) 

Weight 
(kg) 

Terminal 
Type 

Torque 
(Nm) 

Container 
material 20 hrs to 

1,8 VPC 
3 hrs to 
1,8 VPC 

1 hrs to 
1,8 VPC 

Length Width Height 

ESL 55-12FT 12 59,4 43,8 36,2  277 105 223 17,7 M6  8 Nm ABS 

ESL 95-12FT 12 106 69,6 50,6  508 110 238 28,5 M6  8,5 Nm ABS 

ESL 100-12FT 12 118 74,4 60,7  395 110 285 35,0 M6  8,5 Nm ABS 

ESL 100-12FTS 12 99 75,1 60,3 395 105 257 27,4 M6  5-7 Nm ABS 

ESL 125-12FT 12 130 100,8 72  550 110 235 35,5 M8 13 Nm ABS 

ESL 150-12FT 12 172 111 90,7  550 110 285 48,5 M8 8 Nm ABS 

ESL 180-12FT 12 192,0 150,6 126,0  560 125 318 53,5 M8 8 Nm ABS 

 
A2B, s.r.o. reserves the right to change any specifications without prior notice. (74-000082-03) 
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