
 
 

Gensets – line GI / GV / GD Open 

 

Description 
 

EPS System gensets GI / GV / GD Open offer output power between 23 and 650 kVA P.R.P. (prime 
power) with the possibility to be used as a primary energy source or back-up. This version is designed as an 
open unit (without canopy).  

Generating set consists of an IVECO, VOLVO PENTA or DOOSAN four-stroke engine joined with 
a three-phase, single-bearing generator.  Genset version with automatic start in case of mains failure can as 
an option be equipped with an ATS switch with contactors, and thus allow for easy change of power source 
between the mains and the genset.  
 
GI / GV / GD generating sets are normally equipped with: 

• Four-stroke diesel engine with cooling system and radiator 
• Exhaust muffler and coupler - separated  
• Generator main switch 
• Ignition battery and wiring system 
• Control panel 

 
Each set is designed according to customer requirements and can also be outfitted with additional 
equipment: 

• socket panel (1x230 VAC and/or 3x230/400 VAC) 
• differential current switch 
• remote monitoring system 
• potential-free contacts for operating conditions signalling 
• engine block heating system 
• battery charger 
• enlarged basic fuel tanks 
• external fuel tanks with re-filling systems 
• other accessories as per customer requirements 
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Model overview 

 
Generating set GI Open 

 

Type Motor Stand-by power 
LTP 

Prime power 
PRP 

Dimensions 
(L/W/H; mm) Tank capacity 

Fuel 
consumption 

100% load 

GI 22 F32 AM1A 25kVA/20kW 23kVA/18kW 2010/760/1710 250 L 7.0 L/h 

GI 33 F32 AM1A 34kVA/27kW  30kVA/24kW 2010/760/1710 250 L 8.3 L/h 

GI 44 F32 SM1A 45kVA/36kW 41kVA/32.8kW 2010/760/1710 250 L 10.6 L/h 

GI 55 F32 TM1A 55kVA/44kW 50kVA/40kW 2010/760/1710 250 L 12.6 L/h 

GI 67 NEF N45SM1A 65kVA/52kW 59kVA/47kW 2010/760/1710 300 L 13.7 L/h 

GI 82 NEF N45SM2A 81kVA/65kW 75kVA/60kW 2310/760/1710 300 L 17.1 L/h 

GI 94 NEF N45TM1A 95kVA/76kW 85kVA/68kW 2340/760/1710 300 L 19.3 L/h 

GI 110 NEF N45TM2A 110kVA/88kW 100kVA/80kW 2340/760/1710 300 L 22.0 L/h 

GI 143 NEF N67TM2A 143kVA/114kW 130kVA/104kW 3015/890/1710 400 L 29.3 L/h 

GI 176 NEF N67TM3A 175kVA/140kW 160kVA/128kW 3015/890/1710 400 L 36.0 L/h 

GI 220 NEF N67TE2A 220kVA/176kW 200kVA/160kW 3015/890/1710 400 L 44.0 L/h 

GI 275 CURSOR87 TE1D 275kVA/220kW 250kVA/200kW 3000/1140/1820 650 L 54.5 L/h 

GI 275+ CURSOR87 TE1D 300kVA/240kW 270kVA/216kW 3000/1140/1820 650 L 58.5 L/h 

GI 330 CURSOR10 TE1D 330kVA/264kW 300kVA/240kW 3240/1140/1830 650 L 62.8 L/h 

GI 385 CURSOR13 TE2A 370kVA/296kW 350kVA/280kW 3240/1140/1830 650 L 70.0 L/h 

GI 440 CURSOR13 TE3A 440kVA/352kW 400kVA/320kW 3230/1270/1800 650 L 87.5 L/h 

 
Model overview 

 
Generating set GV Open  

 

Type Motor Stand-by power 
LTP 

Prime power 
PRP 

Dimensions 
(L/W/H; mm) Tank capacity 

Fuel 
consumption 

100% load 

GV 94 TD 520GE 94kVA/75kW 85kVA/68kW 2340/760/1710 300 L 19.65 L/h 

GV 112 TAD 531GE 112kVA/90kW 101kVA/81kW 2412/770/1710 300 L 22.83 L/h 

GV 144 TAD 532GE 143kVA/114kW 129kVA/103kW 2465/875/1710 300 L 28.53 L/h 

GV 167 TAD 731GE 164kVA/131kW 150kVA/120kW 3015/1050/1730 200 L 34.00 L/h 

GV 205 TAD 732GE 203kVA/162kW 183kVA/146kW 3015/1050/1730 200 L 40.57 L/h 

GV 226 TAD 733GE 226kVA/181kW 203kVA/162kW 3015/1140/1720 200 L 45.51 L/h 

GV 275 TAD 734GE 275kVA/220kW 250kVA/200kW 3000/1140/1720 650 L 51.27 L/h 

GV 330 TAD 1341GE 330kVA/264kW 300kVA/240kW 3230/1140/1885 650 L 61.62 L/h 

GV 385 TAD 1342GE 370kVA/296kW 350kVA/280kW 3230/1140/1885 650 L 68.90 L/h 

GV 412 TAD 1343GE 416kVA/333kW 379kVA/303kW 3220/1140/1885 650 L 74.28 L/h 

GV 450 TAD 1344GE 455kVA/364kW 414kVA/331kW 3230/1140/1885 650 L 81.75 L/h 

GV 500 TAD 1345GE 505kVA/404kW 455kVA/364kW 3230/1140/1885 650 L 90.53 L/h 

GV 559 TAD 1641GE 556kVA/445kW 506kVA/405kW 3270/1360/2190 1350 L 101.80 L/h 

GV 630 TAD 1642GE 631kVA/505kW 571kVA/457kW 3270/1360/2190 1350 L 116.00 L/h 

GV 700 TWD 1643GE 702kVA/562kW 631kVA/505kW 3640/1400/2190 1350 L 127.00 L/h 
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Model overview 

 
Generating set GD Open  

 

Type Motor Stand-by power 
LTP 

Prime power 
PRP 

Dimensions 
(L/W/H; mm) Tank capacity 

Fuel 
consumption 

100% load 

GD 130 D 1146T 130kVA/104kW 118kVA/94kW 3000/890/1700 400 L 25.9 L/h 

GD 180 P086 TI-1 183kVA/146kW 166kVA/133kW 3000/950/1740 400 L 35.4 L/h 

GD 220 P086 TI 220kVA/176kW 200kVA/160kW 3000/950/1740 400 L 43.1 L/h 

GD 330 P126 TI-II 330kVA/264kW 300kVA/240kW 3250/1140/1750 650 L 63.1 L/h 

GD 385 P158 LE-1 370kVA/296kW 350kVA/280kW 3235/1400/2060 950 L 78.7 L/h 

GD 400 P158 LE-1 404kVA/323kW 363kVA/290kW 3235/1400/2060 950 L 78.7 L/h 

GD 460 P158 LE 466kVA/373kW 406kVA/325kW 3235/1400/2060 950 L 89.3 L/h 

GD 500 P158 LE-S 491kVA/393kW 459kVA/360kW 3235/1400/2060 950 L 99.5 L/h 

GD 550 P180 LE 546kVA/437kW 500kVA/400kW 3235/1400/2060 950 L 111.6 L/h 

GD 660 P222 LE 657kVA/526kW 607kVA/486kW 3520/1400/2090 950 L 134.0 L/h 

GD 690 P222 LE-S 691kVA/553kW 631kVA/505kW 3520/1400/2090 950 L 130.0 L/h 

GD 700 P222 FE 702kVA/562kW 650kVA/520kW 3520/1400/2160 950 L 148.5 L/h 

 
For further information, specific requirements or RFP please contact our sales and project managers. 

 
 
 
 
 

 Ilusttration photo – GI 176 
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